CONGRATULATIONS ON THE PURCHASE OF YOUR D800 CANCRETE 14’ LIVESTOCK WATER BOWL!!!!!
THE FOLLOWING IS OF OPTIMUM IMPORTANCE! 

THE WAY THIS BOWL IS PLACED IS CRITICAL. THE BOWL IS 3, 300 LBS. AND IS 14’ LONG. NO AMOUNT OF ENGINEERING WILL KEEP THIS BOWL FROM BREAKING IF IT IS LIFTED INCORRECTLY OR BANGED IN ANYWAY ON THE SIDEWALL OR END WALL.

YOU MUST USE THE TEETH ON YOUR LOADER AS A SPREADER BAR AND HANG CHAINS DOWN DIRECTLY ABOVE THE LIFTING POINTS (4). 

THE BOWL SHOULD BE PLACED DIRECTLY BESIDE THE PAD IT GOES ON OR AS CLOSE AS POSSIBLE SO THAT IT ONLY HAS TO BE LIFTED A MINIMUM DISTANCE. 

WHEN YOU FIRST PUT TENTION ON THE LIFTING CHAINS YOU MUST GO BACK UNDER THE BOWL AND INDIVIUALLY TIGHTEN THE LIFTER BOLT NUTS (4) SO THERE IS AN EVEN AMOUNT OF TENTION ON “EVERY” CHAIN.

IN THE EVENT THAT YOU DO NOT HAVE A LOADER WITH TEETH ON THE BUCKET TO SEPARATE THE (4) CHAINS YOU WILL NEED TO BUILD A SPREADER BAR OUT OF HEAVY PIPE OR I-BEAM. YOU WILL THEN HAVE FOUR CHAINS HANGING DOWN THE EXACT SAME LENGTH TO ATTACH TO THE (4) LIFTERS SUPPLIED. IF YOU DO NOT UNDERSTAND ANY PART OF THIS PLEASE CONTACT OUR OFFICE FOR CLARIFICATION.
